
DEPT. OF INDUSTRY, LABOR & HUMAN RELATIONS 105
Factories, office, mercantile

Ind 22.03 Number of closets and urinals. (1) In every place of employ-
ment,'whether 'heretofore or hereafter constructed, one water-closet
shall be provided for every 20 persons, or fraction thereof, of either sex.

(2) In addition thereto, where more than 10 males are employed,
one urinal shall be provided for every 40 males, or fraction thereof.
Where not more than 10 males are employed, either a urinal shall be
provided or the water-closet shall have an elongated bowl and self-
rising seat.

(3) The requirements in subsections (1) and (2) shall be computed
on the basis of the maximum number of employes on any one shift.

(4) In all new installations, only individual urinals shall be used.
Such individual urinals shall be of porcelain, vitreous china, or stain-
less steel, set into the floor, the floor graded to the urinal, and shall
be equipped with an effective automatic tank or valve or a satisfactory
foot operating flushing device.

(5) All water-closets hereafter installed shall be of the individual
type having elongated bowls and open front seats.

Ind 22.13 Lavatories; location. Washing facilities shall be provided
in or adjacent to every toilet room. In new installations, there shall
be at least one lavatory for every 5 fixtures (closets and urinals), or
fraction.

Cross reference-See section Ind 22.14 for additional requirements for
places of employment.

See section Ind 22.14 on material from which lavatories shall be made
and for allowable types of installations.

Note: One lavatory for every 2 or 3 fixtures is recommended.

Ind 22.14 Washing facilities for places of industrial employment. (1)
LAVATORius. (a.) There shall be at least one lavatory supplied with hot
and cold water provided for every 10 employes or fraction in the fol-
lowing ?places of employment:

1. In all places of employment where lead, arsenic or other poisonous
or injurious materials are handled by the employes.

2. In all 'places of employment where food is prepared or manu-
factured.

3. In all other places of employment where the employes' hands
become dirty or greasy.

(b) Wash rooms shall be constructed according to the requirements
for toilet rooms.

(c) Twenty inches of trough wash sink, or of the edge of a circular
wash fountain shall be considered the equivalent of one lavatory. The
trough wash sink or circular wash fountain *shall not be equipped
with a plug or other stopper. Each lavatory and each 20 inches of
trough wash sink shall be equipped with either a faucet or spray
pipe, so connected as to supply water of the desired temperature.

(d) All lavatories shall_ be made of porcelain, enameled iron, or
other similar "impervious material.

(2) SHOwuRs. Shower facilities shall be provided in accordance with
the 'following requirements:

(a) In places of employment where poisonous or irritating materials
which =penetrate the clothing are handled at least one shower shall
be'< provided ''for every '10 employes or fraction who handle or comein
contact with such materials.

(b) -In glue factories, tanneries, foundries, mines, and other places
of employment where materials which penetrate the clothing are
handled at 'least' one shower for every 20 such employes, or fraction,
shall be provided.

(c) Showers shall be provided with hot and cold water and be
equipped with a hot and cold regulating valve. The regulating device
or 'valve 'shall be plainly marked and shall be so located that the
valve can be operated without standing under the shower. Supply or
feed pipes to showers shall be placed overhead or protected to avoid
the possibility of a person coming in contact with the hot water pipes.

(d) Each shower room or compartment shall be constructed of mate-
rial impervious to 'moisture, and the floor under each shower head
shall be of' such 'construction, or be provided with a suitable sanitary
device, so as to prevent slipping.

(3) Soar. For all hand washing facilities in places of employment,
an adequate quantity of bland, non-irritating, non-abrasive soap which
shall effectively cleanse the skin shall -be provided.

Ind 22.15 Towels. In all places of employment, the use of towels in
common is prohibited. Where hand washing facilities are required,
individual cloth' towels,' magazine type roll cloth towels, or paper towels
shall be furnished by the employer. Electric hand dryers may be used
If ;approved by the Industrial commission,
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Ind 22.17 Drinking seater. (1) Every place of employment shall be
supplied with sufficient pure drinking water and the faucets or outlets
for the same shall be placed convenient to the employes, but not in
toilet rooms. Common drinking cups are prohibited. Sanitary drinking
fountains shall be installed or individual cups shall be provided by
the employers.

Cross reference—See the state plumbing code for required construction of
sanitary drinking fountains.

(2) Where running water is not available, a covered drinking water
container equipped with a faucet or bubbler shall be provided. The
container shall be cleaned and sterilized at frequent intervals and
kept in a sanitary condition and in good repair.

Fad 22.18 hest rooms. (1) A rest room shall be provided at the prin-
cipal place of business (owned, leased, or rented), where 5 or more
persons are employed,

(2) Rest rooms shall be furnished with a cot or couch, and shall
be lighted, heated and ventilated in accordance with the applicable
standards published in Wisconsin administrative codes.

(3) A toilet room shall not, under this rule, be construed to be nor
may it serve as a rest room. A first aid room may serve as a rest room.

History: 1-2-56; r. and recr. Register, August, 1967, No. 140, eff. 9-1-67.

Ind 54.13 Isolation of hazards. (1) All heating boilers and furnaces,
power boilers, fuel rooms, storage vaults for paints, oils. and similar
combustibles and other similar hazards 'n a building shall be isolated
from the rest of the building by at least a 2-hour, fire-resistive en-
closure as specified in sections Ind 51.05 and Ind 51:06; except that in
buildings not more than 2 stories in hei lit and having a floor area
of not more than 3000 square feet per fl or, a one-hOr fire-resistive
enclosure as specified in sections Ind 51.05 and Ind` 51.06, or better,
shall be provided.

(2) All openings shall be protected with self-closing fire-resistive
doors as specified in section Ind 53.09.

(3) Space heaters, suspended furnaces, and direct-fired unit heaters,
fired with various fuels, may be used without an enclosure where
approved by the department of industry, labor and human relations.
Where suspended furnaces and direct fired unit heaters are used
without an enclosure, all such units shall be located at least 7 feet
above the floor.

Ind 54.14 Standpipes and fire extinguishers. (1) For exterior stand-
pipes see section Ind 51.21.

(2) tandard interior first aid standpipes, as specified in section
Ind 51.1 shall be provided in all buildings of more than 2 stories and
more than 3000 square feet undivided floor area, where flammable
material or any other hazardous condition is present, unless an ap-
proved automatic sprinkler system is provided.

(3) Wherever water supply of sufficient pressure is notjavailable, 2
standard fire extinguishers as specified in section Ind 51 `22 shall be

} j	 provided on each floor in place of each required interior standpipe.

;l Ind 54.15 Automatic sprinklers. (1)A complete automatic sprinkler
system, as specified in section Ind 5i.23, shall be provided in every
building of this classification, except office buildings not used for
mercantile purposes, where more than 50 persons are employed or
accommodated 'above the third story except as provided below.
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(2) In every such building where more than 50 persons are em-
ployed or accommodated above the second story, an automatic
isprinkler system shall be provided in the basement and sub-basements,
except where there is no city water supply.

(3) An office building in which one or more of the lower floors is
used for mercantile purposes, shall be classed as a mercantile building,
except that no sprinklers will be required in such portions of the
building as are used for offices only.

(4) No sprinklers will be required in a building of fire-resistive
construction whose contents are not readily combustible.

Ind 54.16 Fire alarm. A fire alarm system complying with section
Ind 51.24 shall be provided in every factory or workshop where more
than 10 persons are employed above the second story except buildings
which are provided with a complete automatic sprinkler system and
except 'fire-resistive buildings whose contents are practically incom-
bustible.

Ind 54.17 Floor load signs. (1) In every factory, workshop, ware-
house, or other building where material is piled, notices of a perma-
ment character shall be painted or otherwise prominently displayed,
stating the live load in pounds per square foot which tl floor is
designed to carry. Such notices shall be placed in full view, on each
floor.

(2) Where floors are always used for the storage of some particular
material, the walls shall be marked to the height to which the material
shall be piled without exceeding the safe load.

Ind 54.18 Signs indicating number of persons. In all buildings of
this classification where 50 or more persons are accommodated on
any floor above the second, notices shall be prominently displayed
stating the maximum number of persons on each floor for ;whom
stairways .arid other 'exits have been provided according to sections
Ind 54.02=Ind 54.06. Such notices shall be placed in full view, on
each floor.

Ind 54.19 No smoking signs. Smoking shall not be permitted in
retail establishments where flammable materials are handled or sold.
Suitable signs bearing the words "No Smoking" shall be erected in
all places where such hazard exists.

Ind 54.20 Tents. All tents used for sales or storage purposes shall
conform to the requirements specified for tents in sections Ind 55.58-
Ind 55.63, inclusive, of this code.

History: Cr. Register, September, 1959, No. 45, eff. 10-1-59.
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